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EWATCHER (EWACHTER)

EFFICIENT NETWORK CONTROLS AND LEAKAGE DETECTION FOR LOCAL AND
DISTRICT HEATING SYSTEMS

Features

Monitoring of the district heating network
Fault message via SMS and/or cable systems
Limit values can be freely configured

Quick identification of energy losses

Minimization of previously undiscovered defects
under warranty

Continuous storage of measured values
Remote access to each “ewachter” possible
Graphic Windows-based software

Cost savings by detecting damage within the
warranty period

Increase of network efficiency by minimizing heat
and water loss

» Quality assurance independent of system
manufacturer

» Remote maintenance and remote shutdown, e.g.
in case of maintenance works
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EWATCHER (EWACHTER)

Analysis and evaluation

Analyzing the data from the ewéchter may be done by the in-house control center or an
analyzing tool, which is part of the new ewéachter-system.

= Fernwarme-liberwachung
Datel Bearbeiten Extras Hife

, | B Gewihlte Station anwihlen §  Sammelabruf

Station Nummer [Station Name: Letzte Meldung ~
Messung beendet mit Warnung:

2 004 Prinzregentenstr.64 Messung beendet mit Warnung: VL1 RS War
2 005 Kiipferlingstr.13 Keller links Heizung Messung beendet ohne Fehler
2 006 SalinstraBe 16 .Masslmg beendet ohne Fehler
2 007 Kellerstr. 11 Heizung néchster Raum hinter Messung beendet ohne Fehler
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| [Grafik] ] [Tabelle) |

~Einstellungen { Filterbedingungen

Datum von: [25.02.2011 ~| bis: [04.03.2011 ~| Messart: isolationswiderstand | ResetZoom| Drucken...

Isolationswiderstand

Statontir 2002 |Sehleifenwiderstand
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DatumvUnrzett

Datei Bearbeiten Extras Hife

b Gewihite Station anwihlen b Sammelabruf

Letzte Meldung
Messung beendet mit Warnung:

=

2 004 Prinzregentenstr.64 Messung beendet mit Warnung: VL1 RS War
2 005 Kiipferlingstr.13 Keller links Heizung Messung beendet ohne Fehler
2 006 Salinstrafle 16 Messung beendet ohne Fehler
2 007 Kellerstr. 11 Heizung niichster Raum hinter Messung beendet ohne Fehler
~
>
| | (Grafik) [Tabelle) |
Ei iFi i |
Datum von: (25.02.2011 ~| bis: [04.03.2011 ~| Messart: | ionswi [kOhm] ] is: [Vorlauf 1~
Datum/Uhrzeit o it Mini [Maximal__ [Temperatur | &
¥{01.03.2011 10:06:26 510,00 499,00 522,00 37 =
| |01.03.2011 0s: 513,00 501,00 523,00 37
| |01.03.2011 08: 515,00 502,00 528,00 37
| |01.03.2011 07:06:24 535,00 523,00 547,00 37
| |01.03.2011 06: 520,00 504,00 532,00 38
| |01.03.2011 05: 502,00 493,00 516,00 38
[ |01.03.2011 04 503,00 491,00 513,00 38
| [01.03.2011 03:08:21 481,00 467,00 491,00 38
| |01.03.2011 02: 490,00 480,00 500,00 39
-

> = CSV-Export

You can of course only purchase the device and use your own evaluation software, or let
Stadtwerke Rosenheim or elnic look after your networks.
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